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Appendi x C
ALRE Mal function and Corrosi on Codes

ALRE MALFUNCTI ON CODES

I dentifying and reporting correct ALRE Mal function Codes is vital
to the continuing equi pnent inprovenent and engi neering anal ysis
prograns at NAVAI RWARCENACDI V Lakehur st .

Mal function Code: 1st DIA T (Wen Di scovered)

~N~No ohk~,wWNEL O

No defect; planned nmai nt enance

No defect; precautionary maintenance

During operations

During pre/ post operational inspection

Duri ng pl anned mai nt enance

During non PMS inspection

Renoval / repl acenent directed by higher authority

Equi prent damaged by mal function of associ ated equi pnment

Mal function Code: 2nd DIA@ T (Extent of Damage)

0
1
2
3

4

5

No failure

Catastrophic failure (failure damaged ot her equi prment)
Serious failure (unit m ssion degraded until repaired,
i.e., C- 2 CASREP)

Maj or failure (equipnment down until outside assistance
repairs)

M nor failure (equiprment down until repair by ships force
per sonnel )

Degraded condition (equi prent operable with Iimtation)

Mal function Code: 3rd DIG T (Type of Mal function)

MOUOWP>POONOOODWNEO

No def ect

Corrosi on

Bur ned/ over heat ed

Br oken, bent, defornmed

Qut of adj ust nent

Jamred, binding

Fail ed ND

Abnor mal operation

Fal | s outside normal acceptable paraneters
Abnor mal wear

Scor ed, gouged

Long AAGramtravel

Excessi ve catapult endspeed

El ectrical /el ectronic conponent failure

— Leaki ng
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ALRE CORROSI ON CONTROL CODES

When usi ng OWBS NG, corrosion control codes shall be annotated in
the "Additional ALREMP Data" section of OPNAV 4790/ 160 and then
entered into OMMS. This note al so applies to ALRE shore test
facilities docunenting ALRE nai ntenance via m cro- OWS

Specific requirements for docunenting ALRE corrosion control data
foll ows:

a. When corrosion is present, and is treated/renoved during
t he course of normal schedul ed or unschedul ed mai ntenance, use
of ALRE corrosion control codes will be mandatory. However,

the third digit of the ALRE Mal function Code will reflect the
ori gi nal discrepancy.

b. If corrosion is present and cannot be corrected during
the course of normal schedul ed or unschedul ed mai nt enance
because of tinme, operational, manpower, or materi al
l[imtations/constraints, a separate ALRE MAF to defer
correction of the corrosion discrepancy will be submtted.
Use of corrosion codes on the original MAF will be mandatory.

C. When mai ntenance is perfornmed specifically to correct a

corrosion discrepancy, the third digit of the ALRE Mal function
Code will be "1" (corrosion). Wen this code is entered, use
of the correct ALRE corrosion control codes will be mandatory.

NOTE
Corrosion prevention/control efforts shall be docunented in
conjunction with PMS and ALRE corrective mai ntenance actions. A
separate ALRE MAF shall be initiated to document corrosion contro
that is not acconplished during a specific corrective or PMS
mai nt enance action

Corrosion Code: 1st DIAT (Type Corrosion)

O - No Corrosion Present

1 - UniformAttack

Uniformattack is the nost conmon type of corrosion and is
characterized by uniformcorrosion, or rusting, over an area
of a netal surface. Corrosion on steel produces red or brown
"rust”, while corrosion of alum num or zinc produces a white
powdery corrosion product.

2 - Pitting Corrosion
Pitting corrosion is a type of localized corrosion. Pitting is
characterized by the formation of "pits", holes or cavities in
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the surface of the netal. The pits may be surrounded or
covered by corrosion debris, so the actual pits may not be
apparent until the debris is renoved. Pitting corrosion is
especially serious on piping or tubing because it may proceed
until the pipe or tube leaks. Pitting corrosion occurs nostly
on stainless steel and al um num parts.

3 - Crevice Corrosion

Crevice corrosion occurs where there is a joint with a tight
space or opening - a crevice - fornmed between at |east two
surfaces. Crevice corrosion is a localized formof corrosion
and is limted to the joint between the nmetals. The ful
extent of crevice corrosion may not be apparent until the
parts are di sassenbl ed.

4 - Exfoliation (Flaking)

Exfoliation is a type of severe uniformcorrosion. The
corrosi on has proceeded to the point where actual fl akes of
rust are | oosened and can be renoved. Exfoliation al nost
al ways occurs on steel, but may be found on al um num

Corrosion Code: 2nd DIG@ T (Corrosion Action Taken)

O - No Corrosion Control Action Required

1 - Renove corrosion; apply oil, grease, preservative.
No coating is applied other than a filmof oil, grease, or a
preservative such as "P1", "P2," or AM.Guard.

2 - Renove corrosion; apply tenporary coating.

A tenporary coating is one that is not prescribed in the
appl i cabl e manual or MRC for correcting the corrosion problem
Tenporary coatings are those which are not intended to be a
per manent sol ution, just one which will be adequate unti
enough tinme or the proper materials (coating, etc.) are
obtained. A tenporary coating m ght be prinmer or other
coating froma spray can.

3 - Renove corrosion; apply approved coating.

An approved coating is one that is specified by an MRC or a
Corrosion Control Manual for the permanent solution to an
identified corrosion problem An approved coating may be a
t wo- coat epoxy coating applied follow ng careful surface

pr epar ati on.

4 - Renove part for | MA/ Depot corrosion control

5 - No corrosion control action; deferral submtted.



